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Valves
1-½” Heavy Duty Hydraulic Regulator Series 20597

General Specifications*

* See product configurator for additional options.

Features
 Original Shear-Seal® technology
 High flow capacity
 Large pressure range
 Tolerates contaminated media
 Fail-safe motor control options
 Self venting
 Surge dampening

Applications
 Land-based and offshore oil drilling controls
 BOP control units
 Pressure sensitive equipment

Pressure:
Supply/Inlet Pressure:

Regulated Pressure Range at 
3,000 psi Supply Pressure:
High Sensitivity:
Full Range:

Regulated Pressure Range at 
5,000 psi Supply Pressure: 
High Sensitivity:
Full Range: 

Media:

Fluid Temperature Range:

Proof Pressure:

3,000 psi (207 bar)
5,000 psi (345 bar)

200 - 1600 psi (13.7 - 110 bar)
350 - 2800 psi (24.1 - 193 bar)

300 - 1600 psi (21 - 110 bar)
500 - 3300 psi (34 - 228 bar)

Hydraulic oil or lubricated water

-30° to +250°F (-34° to +121°C)

7,500 psi (517 bar)

Flow:
Flow Rate:

Cv Inlet:

Cv Vent:

120 GPM (@ 50 ft/s)

17.5

2.6

Porting:
Inlet 1:

Inlet 2:

Outlet:

Vent:

1” NPT Standard, SAE Optional

1” NPT Standard, SAE Optional

1-1/2” NPT Standard, 
SAE Optional

1” NPT Standard, SAE Optional

Materials of Construction:
Body:

Flanges:

Spring Tower:
Manual
Pneumatic Motor model
Hydraulic Motor model

Standard O’ring Material:

Socket Head Screws:

Wetted Parts:

Stainless steel (std.)

Phosphate coated alloy steel (std.)
Option: Stainless steel

Stainless steel (std.)
Phosphate coated alloy steel (std.)
Phosphate coated alloy steel (std.)

Buna N

Stainless steel (std.)

Stainless steel

Pneumatic Pilot Motor 
(“F” prefix):
Pilot Motor Working Pressure:

Porting A & B:

Operating Temperature Range:

80 - 120 psi (5.5 - 8.3 bar)

1/4” NPT

32° to +250°F (0° to +120°C)

Hydraulic Pilot Motor 
(“G” prefix):
Pilot Motor Working Pressure:

Porting A & B:

Operating Temperature Rating:

400 - 1600 psi (6.9 - 110 bar)

SAE for 3/8” Tube (Size -6) 
 
-40° to +250°F (-40° to +121°C)

Approximate Shipping Weight:
Manual:

Pneumatic or Hydraulic 
Motor:

67 lbs. (30.4 kg)

90 lbs. (40.8 kg)
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Regulated Pressure Range

1-½” Heavy Duty Hydraulic Regulator Series 20597

Technical Drawings
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Example:  20597S6WQ2
 

Product Configurator

Adjustment Method

Blank Manual 

F Pneumatic failsafe motor

G Hydraulic failsafe motor

Series

20597S6WQ2 1-1/2” Pressure regulator

IN OUT

VENT

FLOW PATTERN

1.  INLET - (2) 1" NPT; OUTLET - (1) 1 1/2" NPT; VENT - (1) 1" NPT

8.  OUTLET PRESSURE: 150 TO 1500 PSI

7.  DIMENSIONS IN [  ] ARE IN MILLIMETERS AND ARE FOR REFERENCE ONLY.

6.  COEFFICIENT OF FLOW [Cv]: INLET - SUPPLY 20.0:  VENT 0.5

5.  MATERIALS OF CONSTRUCTION ALL WETTED PARTS - STAINLESS STEEL: O-RINGS - BUNA-N STD.

4.  FLOW: 1 1/8" FULL FLOW

3.  MEDIA HYDRAULIC OIL, LUBRICATED WATER.

2.  WORKING PRESSURE - INLET 3000 PSI

NOTES: UNLESS OTHERWISE SPECIFIED

6.0 152.3

SECTION A-A 
SCALE 1 : 2

76.23.00

12.7.50

165.16.50

2.13 54.1

3/8-16 UNC-2B  5/8 
4-PLACES,

FOR MOUNTING

24.30 617.1
A

A

2.177

7.125

26.382
(670.1)

26.382
(670.1)

1.562

3.500

4.500

Product Number Inlet Outlet Vent Gauge Port Cv Supply Cv Vent
20415 (Single Inlet) 1" NPT 1" NPT ½" NPT 3/8” NPT 9.8 0.6
20115 (Dual Inlet) 1" NPT 1" NPT ½" NPT 3/8” NPT 13.6 0.9

(2-ports) (2-ports)

7.125

4.500

3.500

19.125
MAX(485.8)

9.281
(235.7)

7.968
(202.2)

18.938
(481)

1.75
(44.5)

1.562

2.500
(63.5)

2.500
(63.5)

Option

Blank NPT porting

-MS SAE porting

-SS Stainless steel flanges & trim

-BP Bypass Function

Dimensions in inches (mm)

Inlet Pressure Regulated Range 

Blank High sensitivity
3000 psi 200 - 1600 psi (13.7 - 110 bar)

5000 psi 300 - 1600 psi (21 - 110 bar)

-1 Full range
3000 psi 350 - 2800 psi (24.1 - 193 bar)

5000 psi 500 - 3300 psi (34 - 228 bar)


