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Hose Reels		

SPUBD Series		

•	 Tube material: Polyurethane

•	 Swivel connections: Nickel-plated 
brass

ENR Series		

•	 Guard material: Steel		

•	 Polyurethane braided hose		

•	 Plug material: Brass		

•	 Swivel joint material: Steel

Product Features

Eaton offers air hose reels and coil assemblies for 
pneumatic applications.

Applications & Markets
•	� Pneumatic	
•	� Manufacturing and 

Assembly

Physical Characteristics
Series	 Connection Max. Operating Pressure	 Temperature Range

	  (bar)	 (psi)	 C	 F

SPUBD	 G 1/4 x G1/4 9	 130.5	 +50C/-40C	 +122F/-40F	
ENR	 R 1/4 15	 220	 +60C/-5C	 +140F/+23F	

Series	 Part Number	 Connection Hose I.D./O.D.	 Max. Length	 Min. Length	 Coil Diameter	 Color

		   (mm)	 (m)	 (cm)	 (mm)

SPUBD	 SPUBD0584E	 G 1/4 x G 1/4 5 x 8	 4	 25	 60	 Blue	
SPUBD	 SPUBD65104E	 G 1/4 x G 1/4 6.5 x 10	 4	 32	 70	 Blue

		  End 						      Hose 
Series	 Part Number	 Connection Hose I.D./O.D.	 L1	 L2	 H	 I1	 I2	 Length	 Weight

		   (mm)	 (mm)	 (mm)	 (mm)	 (mm)	 (mm)	 (m)	 (g)

ENR	 ENRTPU081210E	 R 1/4 8 x 12	 345	 380	 320	 121	 170	 10	 9.5


